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Ref. CCN

1 min

bpm mm kg

L

mm in mm l/s

MAX.

 
l/s dB(A) m/s2/K(1)

  

118MAX 47124490 2,500 89 2.10 314 1/4 NPT 10 1.4 5.50 92.6 4.0/1.4

118MAXH 46816732 2,500 89 2.10 314 1/4 NPT 10 1.4 5.50 92.6 4.0/1.4

Air Hammers | Round Shank | Needle Scaler | AccessoriesAir Hammers

(1) ISO28927 – 3-axis measurement: vibration level/measurement uncertainty.

(1) ISO28927 – 3-axis measurement: vibration level/measurement uncertainty.

9512115-183

Air Hammers | Accessories

9500

•• 	115-183 (CCN: 03788510) spring retainer for 116-EU, 116H-EU, 
LA426-EU and LA427-EU

•• 	AVC10-183 (CCN: 03010980) spring retainer for 121/Q-EU and 
121/QH-EU

•• 	9512 (CCN: 45563749) quick-change retainer for all models
•• 	9500 (CCN: 80117427) chisels, round shank (5 pieces)
•• 	116H-K5 (CCN: 92536093) chisels, hexagonal shank (5 pieces)

·· Stroke: 89 mm
·· 2,500 blows per minute
·· Contains: quick-change retainer

Also available
118MAXH
Hexagonal shank

Available in kits
118MAXK Round shank 
CCN: 47125877 
118MAXHK Hexagonal shank 
CCN: 46816765

 
Hammer + Quick-Change Retainer and 5 Chisels

118MAX 
Round shank

Available in kits
122MAXK Round shank 
CCN: 47125869 
122MAXHK Hexagonal shank 
CCN: 46816757

 
Hammer + Quick-Change Retainer and 5 Chisels

·· Stroke: 67 mm
·· 3,500 blows per minute
·· Contains: quick-change retainer

122MAX 
Round shank

·· Stroke: 58 mm
·· 3,000 blows per minute

121/Q-EU 
Round shank

Available in kits
LA426-EU Round shank 
CCN: 01328640 
LA427-EU Hexagonal shank 
CCN: 01328590

 
Hammer + 6 Chisels

·· Stroke: 67 mm
·· 3,500 blows per minute
·· Power regulator

Also available
116H-EU
Hexagonal shank

116-EU 
Round shank

Ref. CCN

1 min

bpm mm kg

L

mm in mm l/s

MAX.

 
l/s dB(A) m/s2/K(1)

  

122MAX 47124482 3,500 67 1.80 218 1/4 NPT 10 1.4 5.50 94.2 5.5/1.8

122MAXH 46816740 3,500 67 1.80 218 1/4 NPT 10 1.4 5.50 94.2 5.5/1.8

121/Q-EU 01343698 3,000 58 1.59 194 1/4 NPT 10 1.4 7.10 95.3 19.9/4.6

121/QH-EU 01344944 3,000 58 1.59 194 1/4 NPT 10 1.4 7.10 95.3 19.9/4.6

125-EU 01352178 4,600 29 2.83 465 1/4 NPT 8 3.8 7.10 96.6 8.3/1.3

116-EU 01343755 3,500 67 1.54 198 1/4 NPT 10 1.4 7.10 101.4 14.8/2.2

116H-EU 01343904 3,500 67 1.54 198 1/4 NPT 10 1.4 7.10 101.4 14.8/2.2

·· Stroke: 28 mm
·· 4,600 blows per minute
·· Contains: steel needles

125-EU 
Needle Scaler

Also available
121/QH-EU
Hexagonal shank

Also available
122MAXH
Hexagonal shank
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Air Drills, Screwdrivers and Specialty Tools | Screwdrivers

(1) ISO28927 – 3-axis measurement: vibration level/measurement uncertainty.

Air Drills, Screwdrivers and Specialty Tools | Specialty Tools (incl. cutting tools)

(1) ISO28927 – 3-axis measurement: vibration level/measurement uncertainty.

 

·· 13 Nm
·· 0.25 kW
·· 1,800 rpm
·· Adjustable clutch
·· 1-hand forward and reverse switch

LA439-EU 
1/4“ Hexagonal

·· 13 Nm
·· 0.25 kW
·· 1,800 rpm
·· Positive jaw clutch
·· 1-hand forward and reverse switch

LA412-EU 
1/4“ Hexagonal

·· 13 Nm
·· 0.25 kW
·· 1,800 rpm
·· Positive jaw clutch
·· 1-hand forward and reverse switch

371-EU 
1/4“ Hexagonal

·· 13 Nm
·· 0.25 kW
·· 1,800 rpm
·· Adjustable clutch
·· 1-hand forward and reverse switch

LA413-EU 
1/4“ Hexagonal

Ref. CCN in

kWatt

kW

1 min.

rpm kg

L

mm in mm l/s

MAX.

 
l/s dB(A) m/s2/K(1)

  

LA439-EU 01330133 1/4"  0.25 1,800 1.10 216 1/4 NPT 10 1.4 13.70 89.9 < 2.5

LA412-EU 01330075 1/4"  0.25 1,800 1.60 184 1/4 NPT 10 1.9 13.70 89.6 < 2.5

371-EU 01352152 1/4"  0.25 1,800 1.14 188 1/4 NPT 10 1.9 10.20 91.0 < 2.5

LA413-EU 01330109 1/4"  0.25 1,800 1.50 260 1/4 NPT 10 1.4 8.00 109.2 < 2.5

·· 75 mm (3")
·· Only 0.9 kg weight
·· Composite housing
·· Variable-speed lever
·· Rear exhaust directs air away  
from the operator

·· Inlcudes 5 cutting discs

426 
Reversible cut-off tool

Ref. CCN

kWatt

kW

1 min.

rpm kg

L

mm in mm l/s

MAX.

 
l/s dB(A) m/s2/K(1)

  

426 47509194001 0.48 20,000 0.90 206 1/4 NPT 10 12.3 0.00 92.1 4.3/0.9

324-1 47515703001 0.45 3,700 0.80 200 1/4 NPT 10 13.2 0.00 89.0 3.3/0.7

324 47509197001 0.45 3,700 0.80 200 1/4 NPT 10 13.2 0.00 89.0 3.3/0.7

327-EU 01343771 0.38 22,000 0.73 224 1/4 NPT 10 7.1 12.60 87.9 4.6/1.1

327LS 01371699 0.38 – 0.50 – 1/4 NPT 10 6.6 12.60 77.4 2.5

·· 450 W
·· Only 0.8 kg weight for a work without 
effort

·· Variable-speed lever allows precise 
delivery of power and speed

·· Rear exhaust directs air away from the 
operator

·· Includes 1 rubber pad

Also available
324
Pin Stripe Remover kit 12 pads

324-1 
Pin Stripe Remover

·· 10 mm (3/8") standard chuck
·· 0.38 kW
·· Only 0.73 kg

327-EU 
Tire Buffer

·· 0.38 kW
·· 3,000 rpm
·· Only 0.50 kg
·· Piped-away exhaust system

327LS 
Tire Buffer
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Air Drills, Screwdrivers and Specialty Tools | Specialty Tools (incl. cutting tools)

(1) ISO28927 – 3-axis measurement: vibration level/measurement uncertainty.

Accessories:  
P4FS-6 
CCN: 45525474 
Blades, 12 teath/cm (6 pieces)  
P4CS-6 
CCN: 45525508 
Blades, 10 teath/cm (6 pieces)

Air Drills, Screwdrivers and Specialty Tools | Specialty Tools (incl. cutting tools)

(1) ISO28927 – 3-axis measurement: vibration level/measurement uncertainty.

LA418-CB1-90

LA418-CB2-36

LA418-CB3-30

LA418-CB4-8 LA418-CB6-35LA418-CB7-35

LA418-CB9-60LA418-CB8-24

Available blades for LA418A-EU

·· Cutting capacity:  
1.2 mm (18-gauge, 0.05")

·· 4,200 blows per minute
·· Variable speed lever

325B 
Air Nibbler

·· Stroke: 10 mm
·· 9,500 strokes per minute
·· Only 0.54 kg
·· Variable speed lever
·· 360° adjustable exhaust
·· Contains: blades (6 pieces)

529 
Reciprocating saw

·· Stroke: 10 mm
·· 5,000 strokes per minute
·· Variable speed lever
·· Piped-away exhaust system

4429 
Reciprocating saw

·· Cutting capacity:  
1.0 mm (20-gauge, 0.04")

·· 4,200 blows per minute

7802SA 
Air shear

·· Aluminum rivet capacity:  
2.4 – 6.35 mm (3/32 – 1/4")

·· Stroke: 16 mm

LA415-EU 
Air Riveter

·· Aluminum rivet capacity:  
2.4 – 4.75 mm (3/32 – 3/16")

LA437-EU 
Air Riveter

·· Power regulator 
·· Cartridge size: 50 x 215 mm

LA428-EU 
Caulking gun

·· Maximum operating pressure: 10.3 bar
·· Flow 6.4 l/s
·· Air inlet diameter: 1/4" BSP

94058 
Blow Gun

·· 20,000 strokes per minute
·· Variable speed lever
·· Piped-away exhaust system
·· Supplied without blades
·· Oscillation angle 3°

LA418A-EU 
Window screen Cutter

Ref. CCN mm mm kg

L

mm in mm l/s

MAX.

 
l/s dB(A) m/s2/K(1)

  

LA437-EU 01328608 2.40 – 4.75 16 2.80 164 1/4 NPT 10 – 1.80 89.0 3.2/0.7

LA428-EU 01330067 – 215 1.30 356 1/4 NPT 10 – – 70.0 2.5

94058 25011222 – – – – 1/4 BSP – – 6.40 – –

LA418A-EU 01336353 – 3 1.00 208 1/4 NPT 10 1.8 12.30 90.8 6.7/2.5

Ref. CCN

1 min

bpm mm kg

L

mm in mm l/s

MAX.

 
l/s dB(A) m/s2/K(1)

  

325B 49806568 4,200 – 1.0 185 1/4 NPT 10 1.9 8 96.0 15.9/1.9

529 47125885 9,500 10 0.7 246 1/4 NPT 6 0.5 1 84.3 3.1/1.0

4429 01371822 5,000 10 0.7 234 1/4 NPT 6 1.9 4 66.2 9.5/2.4

7802SA 80113681 4,200 – 1.3 239 1/4 NPT 10 1.9 10 83.0 3.0/1.0

LA415-EU 01330141 – 16 2.0 197 1/4 NPT 10 – 2 86.8 < 2.5
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